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HVAC WHIPS & CONDUITS

OVERVIEW

Dial® HVAC whips and conduit are designed to cut installation time without 
cutting corners. Every product offers durable and reliable construction to 
meet the quality demands of professional HVAC installations. Engineered 
for dependable performance, they provide a trusted solution for electrical 
routing and connections in both commercial and residential applications.

FEATURES

•	 Easy Installation designed for efficient routing and connection in HVAC 
applications for faster setup.

•	 Durable Construction resists corrosion, oil, and water for extended 
service life.

•	 Outdoor Rated UV-resistant materials suitable for exterior installations.

•	 Flexible Design liquid-tight construction enables easy routing in 
confined spaces.

SPECIFICATIONS

Assembled in the USA

Conduit sizes: 1/2 in. and 3/4 in.

Corrosion, Oil, and Water Resistant

UV Resistant for Outdoor Exposure

UL-Listed Components

NON-METALLIC WHIPS
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Dial No. Length Diameter
Conductors

Conduit Type Connectors
Size (AWG) Type Ground (AWG)

75611 4' 1/2" 10 THHN 10 Non-Metallic
Non-Metallic, 1 Straight & 1 90°

Reducing Washers Included

75612 4' 3/4" 8 THHN 10 Non-Metallic Non-Metallic, 1 Straight & 1 90°

75621 6' 1/2" 10 THHN 10 Non-Metallic
Non-Metallic, 1 Straight & 1 90°

Reducing Washers Included

75622 6' 3/4" 8 THHN 10 Non-Metallic Non-Metallic, 1 Straight & 1 90°

75631 8' 1/2" 10 THHN 10 Non-Metallic
Non-Metallic, 1 Straight & 1 90°

Reducing Washers Included

75632 8' 3/4" 8 THHN 10 Non-Metallic Non-Metallic, 1 Straight & 1 90°

75641 10' 3/4" 8 THHN 10 Non-Metallic Non-Metallic, 1 Straight & 1 90°

NON-METALLIC WHIPS - METALLIC CONNECTORS

Dial No. Length Diameter
Conductors

Conduit Type Connectors
Size (AWG) Type Ground (AWG)

75671 4' 1/2" 10 THHN 10 Non-Metallic
Metallic, 1 Straight & 1 90°

Reducing Washers Included

75672 4' 3/4" 8 THHN 10 Non-Metallic Metallic, 1 Straight & 1 90°

75681 6' 1/2" 10 THHN 10 Non-Metallic
Metallic, 1 Straight & 1 90°

Reducing Washers Included

75682 6' 3/4" 8 THHN 10 Non-Metallic Metallic, 1 Straight & 1 90°
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HVAC WHIPS & CONDUITS

ALL METALLIC WHIPS

Dial No. Length Diameter
Conductors

Conduit Type Connectors
Size (AWG) Type Ground (AWG)

75651 4' 1/2" 10 THHN 10 Metallic
Metallic, 1 Straight & 1 90°

Reducing Washers Included

75652 4' 3/4" 8 THHN 10 Metallic Metallic, 1 Straight & 1 90°

75661 6' 1/2" 10 THHN 10 Metallic
Metallic, 1 Straight & 1 90°

Reducing Washers Included

75662 6' 3/4" 8 THHN 10 Metallic Metallic, 1 Straight & 1 90°

NON-METALLIC CONDUIT ROLLS
Dial No. Length Diameter Conduit Type Connectors

75691 25' 1/2" Non-Metallic Not Included

75692 25' 3/4" Non-Metallic Not Included

75694 100' 1/2" Non-Metallic Not Included

75695 100' 3/4" Non-Metallic Not Included

75696 100' 1" Non-Metallic Not Included

METALLIC CONDUIT ROLLS
Dial No. Length Diameter Conduit Type Connectors

75697 100' 1/2" Metallic Not Included

75698 100' 3/4" Metallic Not Included




